
COVERAGE

Reclaimed Brick-Tile Pointing Mortar is

a premixed dry pack mortar which

provides a water resistant, low

shrinkage and decorative mortar. It is

primarily designed for use with a

pointing gun but can be applied as per

traditional repointing techniques.

25kg covers approximately 3.5
square metres

MIXING
Mix in a well ventilated area.

Use appropriate safety wear when

mixing.

Add approximately 4 litres of clea water

per 24kg bag

Mix with a slow speed drill and blend to

a homogenous, thick creamy

consistency.

STORAGE

SURFACE PREPERATION

As with all cement based products,

store off the floor in cool, dry, frost free

conditions in original packaging. 

Open packs should be tightly sealed

Joints should be clear of any

dust/debris from installation of tiles.

APPLICATION
When filling the pointing gun, fill to within

20mm of top and shake to remove any

air

From the face of the joint, place the

nozzle in to the joint at least 4mm deep,

filling vertical joints (perpends) first.

Finish horizontal joints after 1-2 metres

of joint have been filled.

Always start at the bottom and work

upwards

When mortar has lost it's sheen, strike

the joint to required shape.

Brush off excess when dry but before

final set.

Approximate working time is 30 minutes.

GENERAL NOTES
Pointing work should not be carried out
if temperature is below 4°C

http://mortar.it/


HEALTH & SAFETY

Reclaimed Brick-Tile Pointing Mortar is

a premixed dry pack mortar which

provides a water resistant, low

shrinkage and decorative mortar. It is

primarily designed for use with a

pointing gun but can be applied as per

traditional repointing techniques.

When mixing or handling the
dried product wear suitable
respiratory protection, gloves and
eye/face masks.
Do not inhale dust.
Mix in a well ventilated area.
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Tel: 0161 711 1560

Email: info@reclaimedbrick-tile.com

Web: www.reclaimedbrick-tile.com
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